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SPECIFICATION

        Speciality -  Matt Opaque

INVICTA OPAL FROST




SHADING COEFFICIENT



0.92




TOTAL SOLAR ENERGY REJECTED

28%




TOTAL SOLAR ENERGY REFLECTED

23%




TOTAL SOLAR ENERGY ABSORBED

6%




TOTAL SOLAR ENERGY TRANSMITTED
71%




VISIBLE LIGHT REFLECTED


26%




VISIBLE LIGHT TRANSMITTED


71%




ULTRA VIOLET LIGHT TRANSMITTED

15%




GLARE REDUCTION



22%



Gives an “acid etched” appearance to glazing.  Creates privacy whilst



transmitting 71% of visible light.



Ideal for use on partitioning, cloakroom and stores areas.



Incorporates a tough scratch resistant coating which aids 



installation and maintenance whilst increasing the life of the film.



All values for engineering parameters are determined by the  



manufacturers using independent and certified testing laboratories.

Email: sales@tufwell.co.uk





Web site: �HYPERLINK "http://www.tufwell.com/"��www.tufwell.com�





Fax: 01293 611 511





Tel: 01293 533 533





Church Court, Gatwick Distribution Point


Lowfield Way, Lowfield Heath


Crawley,  West Sussex RH11 OPQ








