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The Side-Control Roller Blind Systems were developed to provide excellent performance over a wide range of window blind sizes, fabric weights and fabric thickness'. The manufacturing process does not involve the use of adhesives or sewing and always produces a clean and professional finish to the blind.
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PRIVATE "TYPE=PICT;ALT=Side-Control Systems 32,40,45"
The three systems are designed for progressively larger and heavier blinds and the diameters of the sprockets for the control chains increase accordingly to enable larger blinds to be operated with the minimum physical effort. Additionally 'System 32' end sets are available in two versions with differing operating weights. Therefore, as each system is offered with a choice of metal or plastic control chain, blind specifiers have a choice of eight complementary systems when considering any commercial project.

Side-Control roller tubes and bottom bars are designed with patented, longitudinal fabric fixing slots of varying widths. The manufacturing method used ensures that the fabric will remain firmly attached to the roller and will not become detached in normal use. The varying widths of the slots allow fabrics of various thickness' to be accommodated easily. An added benefit of the slots is that they increase the rigidity of the tubes, enabling blinds to span wider openings without the risk of the tubes 'whipping' when the bind is operated.

Our patented, safety-first end cap locking system prevents the blind from coming out of its brackets if the blind is operated incorrectly. These end sets have mounting brackets which are truly 'universal'. They can be top, face or side fixed and can be used for blinds with left hand or right hand controls. The ease of instantly switching end sets from one end of the roller to the other is an added benefit; plus the problems of having blinds supplied with the controls on the wrong side - or with the wrong brackets - are overcome.

General Applications

Side-Control Systems 32,40 and 45 are suitable for use in any roller blind installation where reliability, operator ease of use and minimum maintenance requirements are a prerequisite.

The integrated design features of Side-Control Systems 32,40 and 45 make them particularly suitable for projects featuring a variety of window sizes used in differing applications.

Maintenance

Side-Control Roller Blind Systems are made in corrosion resistant plastic, aluminium and optionally power coated steel and are expected to prevent any problems if used under normal circumstances in non-corrosive environments. The methods of construction minimise damage caused by operator mis-use. Any damage which may occur can normally be rectified easily on site.

* A cassette spring unit is also available for System 32 applications where this is deemed more appropriate. Full details available on request.
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PRIVATE "TYPE=PICT;ALT=Side Control Roller Blind Systems"
Special Features

Integrated range of units to suit all applications

Patented safety-first end cap locking system

Spring loaded plunger for ease of installation

Option of metal or plastic operating chain

Fully universal fixing bracketry colour keyed to the operating units

No sew no glue fabric location method

Choice of extruded PVC or aluminium bottom bar

Fully detailed performance criteria

Ultra smooth operation

Extension Brackets available

Hardware Specification

Roller blinds should be manufactured using Side-Control System (32/40/45) utilising aluminium tube of 32mm (1 1/4"), 40mm (1 5/8"), 45mm (1 3/4") outside diameter.

The operating units will feature a locking device at the control and a spring plunge end location assist. The Side-Control chain will be (plastic/metal).

Brackets will be of universal fixing type colour keyed to the operating units and the bottom bar will be of P.V.C or Aluminium.

The fixing of the fabric to the hardware will not necessitate gluing, stapling or sewing but will feature a fabric locking system to ensure full integrity of the system.

A full advisory service is offered and should you require any further information on Side-Control, or a demonstration of its benefits, please consult one of the official Side-Control distributors.

Fabrics

A wide selection of fabrics are available including blackout, flame retardent and those featuring S.P.C.® (Solar Protective Coating).

F.R. fabrics can comply with some or all of the following standards:

· FTS17


· DIN4102 B1 & B2

· AFNOR 92-503

· CAN/ULC S109-M87

· BS5867 1980 Part 2 Type B

· BS476 Part 6 Class 0 - Part 7 Class 1

· O.N. 3820 B1 O.N. 3800 TR1 & Q1

· NFPA701 SMALL & LARGE

